
A B C D E F G

50 56 50 80 11,550 550 21

. 84 125 138 7,700 550 14

55 70 125 131 7,820 460 17

60 50 100 105 6,426 378 17

. 60 125 127 7,560 378 20

. 70 125 155 6,426 378 17

74 64 125 206 4,845 255 19

. 80 250 275 3,825 255 15

83 87 375 379 2,842 195 14

. 110 500 503 2,233 195 11

90 70 250 337 2,856 168 17

. 84 375 426 2,352 168 14

. 93 375 483 2,184 168 13

. 104 500 547 1,848 168 11

99 60 250 323 2,860 143 20

. 80 375 492 2,145 143 15

. 92 500 569 1,859 143 13

. 119 750 777 1,430 143 10

. 149 1000 1080 1,144 143 8

109 50 250 317 2,520 120 21

. 60 250 392 2,400 120 20

. 70 375 485 2,040 120 17

. 80 500 578 1,800 120 15

. 84 500 620 1,680 120 14

. 90 500 672 1,560 120 13

. 110 750 858 1,320 120 11

. 115 750 905 1,200 120 10

. 122 750 970 1,200 120 10

. 132 1000 1063 1,080 120 9

. 143 1000 1166 960 120 8

. 156 1000 1287 840 120 7

117 81 500 688 1,485 99 15

. 108 1000 1010 - 99 11

. 160 1500 1537 693 99 7

155 65 750 868 896 56 16

. 80 1000 1169 840 56 15

. 138 2000 2244 448 56 8

. 172 2500 2886 336 48 7

. 190 3000 3225 288 481 6

The 155, 165, 175 diameter cans are normally supplied with ears and handle.

The 109 and 165 diameter cans can be supplied with "Triple tight" closure for mixing 
systems (see cans for double components).

The 55, 83, 165, 175 diameter can only be supplied electrically welded.

The 50, 60, 74, 90 diameters can only be supplied longways seamed.

The 99, 109, 117 diameters are available with electrical welding or longways 
seaming.

All the above mentioned cans can be supplied with normal lids or berry lids.

* Approved packagings
A - inside diameter of the can
B - outside diameter of the can
C - nominal capacity in ml
D - total capacity in ml
E - pieces per pallet
F - cans per layer
G - layers number
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165 160 2500 3013 294 42 7

. 180 3000 3441 252 42 6

. 190 3500 3655 252 42 6

. 205 4000 4010 210 42 5

. 230 4000 4509 210 42 5

175 160 2500 3390 294 42 7

. 210 4000 4592 210 42 5

. 250 5000 5553 168 42 4

95x95 110 750 830 1,540 154 10

quadrato 125 750 966 1,386 154 9

All 109 diameter cans can be supplied with aluminium foil for warranty sealing.

* Approved packagings
A - inside diameter of the can
B - outside diameter of the can
C - nominal capacity in ml
D - total capacity in ml
E - pieces per pallet
F - cans per layer
G - layers number
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